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Part numbers

Key specifications

1

VQF700 SERIES

90-264VAC UL/EN/IEC 62368-1

Power good
5V 1A Standby
Remote on/off
Remote sense

Current share (option)

Up to 92% Operational: -30 to 70°C

AC-DC
3.66 x 7.16 x 1.61”
(93 x 182.5 x 41mm)

HIGH POWER DENSITY -30 to 70°C OPERATIONEN55032 LEVEL B

5V 1A STANDBY UP TO 92% 
EFFICIENCY  OUTPUT ADJUST POT

Series

VQF

OptionPower (W)

700 -I

I = Current share 
for paralleling units

Output voltage (V)

12

12 = 12VDC
15 = 15VDC
24 = 24VDC
48 = 48VDC

EfficiencyInput range Safety certification Features Environmental 
performance

DIMENSIONS:
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Mechanical

2

+VO4

-VO5

Output Connector Function

+SC1 

-SC2

CN1 Connector Function

CS*C3 

-5V AuxC4

GND/-RCC5 

+RCC6

+PGC7 

+5V AuxC8

Earth1

VQF700 SERIES

Neutral2

Line3

1. All dimensions shown in mm
2. 2.5mm max thread on mounting plate
3. Output connection M5 pan head. Torque to 8lbs-in 
or 90cNM
4.CN4 pin detail: 2mm pitch 0.8mm mating part TE 
2-111626-4
5. All thread inserts M3 0.5mm pitch use max 2mm 
depth
*6. CS current share optional with adding -I to part 
number
7. CN1 connector mates with PHDR-08VS

Weight 890g

Application Notes 

1. No more than 2 units paralleled
2. Derate by 90% total output power
3. Minimum load 15%
4. Check output voltage of each unit is within 0.2V

Current share

Power good signal Remote on/off function

Remote sense

Notes

Input Connector Function
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Input

Output

Models & Ratings

3

5

%

115VAC rated loadHold up time

Minimum load

mS

1

280

%

Load regulation

Output voltage

%

See model table above

Switching from 10% load to 100% load

mVp-p

±5Output trim

%

Ripple & noise

±1

%

160

Line regulation

Set point accuracy

±0.5

±2

12 VDC48 See Models & Ratings table

47

115VAC
A

Inrush current

Input voltage

Hz

90

EN61000-3-2 class A compliant

8

55 90A at 230VAC and 55A at 115VAC at 25°C 

264VACLeakage current <75

Power factor

A

uA

0.9

Input current (rms)

60Input frequency

90 VAC264 See page 5 for derating curve

VQF700 SERIES

625W

VQF70028

VQF70012

24V

700W 28V

VQF70024 700W

15VVQF70015

12V625W

41.66A

29.16A

52.08A

25A

90%

91%

89%

92%

160mV

240mV

160mV

280mV

1. Add -I for current share option for paralleling units
2 Typical at 100% load 230V

High line to low line

230VAC3.5

3. 20MHz BW 0.1uF and 47uF capacitors in parallel

3750uF

2500uF

5000uF

2000uF

Capacitive 
Load

48VVQF70048 700W 14.58A 92% 480mV 1250uF

MaxMin UnitParameter Notes/ConditionsTypical

UnitParameter Notes/ConditionsTypical MaxMin

Model Number (1) Output voltageOutput power Output current Efficiency (2) Ripple and noise (3)
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Safety

Protections

4

Safety standards UL/EN/IEC 62368-1

4000 Or 5656VDC. 2 x MOPP

VAC

Isolation: Output to ground

VAC

1500 VAC

2000Isolation: Input to ground

Isolation: Input to output

VQF700 SERIES

Trip and restart. Automatic recovery

Overvoltage

Overload

Trip and restart. Automatic recovery

Short circuit Latch off and auto recovery for low current trip

Controls/Functions

EMC: Emissions
Notes/ConditionsCriteriaStandard Test level

BConducted EN55022

EN55022Radiated A

Harmonic current EN61000-3-2 Class A

EN61000-3-3Voltage flicker

MinParameter Unit Notes/ConditionsMaxTypical

Remote on/off Link +RC and -RC for off

10% tolerance, ripple & noise 100mVpk-pk

0 Power OK 3.7-5.7V
Power not OK 0-1V

A

Remote sense

VDC

5 V

15V standby

6Power Good Signal

Option for paralleling unitsCurrent share 

Trip and restart. Automatic recoveryOver temperature

Parameter

Min Typical Notes/ConditionsParameter UnitMax

Notes/ConditionsTypical MaxMin Unit
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Environmental

5

Operating temperature -30 70 °C See derating curve

Fan cooled

5 Non-condensing

Storage Temperature

% RH

85-35 °C

Cooling

95Humidity

M5000Operating altitude

VQF700 SERIES

56Pressure 106 kPa

EMC: Immunity
Test level Notes/ConditionsStandard Criteria

1/2ESD EN61000-4-2

A

±2kV contact, ±4kV air

1kV

EN61000-4-3 3V/m

ASurges

2

±1kV Live-Neutral, ±2kV Live/Neutral—EarthEN61000-4-5

A

A

Installation Class 3

EN61000-4-4EFT

Radiated 2

3Vrms

APFMF

2

1A/mEN61000-4-8

A

1

EN61000-4-6Conducted

0.03 from 0-50°C and 0.06 from -30 to 0°C%/°C0.03 0.06Temperature coefficient

95% 250 cycles, 30% 25 cycles, 95% 0.5 cycles. Per criteria B,A,AEN61000-4-11Voltage dips &
interruptions

10-500Hz, 2G 10 min/cycle, 60 min. X, Y and Z axesVibration

Thermal derating curve AC Input derating curve

UnitMaxTypical Notes/ConditionsMinParameter
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9th June 2025

Installation Advice

EMC

Thermal

Conducted and radiated emissions compliance is a common application consideration. It 
is important to remember that even when using a properly filtered PSU, an application may 
still not achieve compliance if it is not designed to minimise emissions. That being said, 
there are a number of things that can be done to optimise EMC performance either as best 
practice, or if you are struggling for compliance:

1) Connect all marked EMI ground points to earth. Often these are combined with the safety 
earth point (in class I installations), but on some power supplies there may be additional 
earth tags or mounting points.
2) Minimise the length of input/output wiring where possible and try to maintain max 
distance of the conductors from the PSU, to prevent noise pick up. Avoid bundling input and 
output cables together. A common component to avoid placing wiring near is the PFC 
inductor in power factor corrected power supplies.
3) Apply additional filtering before the PSU input (ensure consideration of which 
frequencies there are issues with before selecting a filter).
4) When using an open frame PSU, mount the supply on a metal plate and connect EMI 
mounting points.
5) In multi circuit systems, decouple the circuits locally.
6) Ferrites added between the PSU and system input connector and/or the DC output 
cables can help in reducing radiated noise issues in systems. If seen, issues are commonly in 
the 30-150MHz area.

For more detailed assistance, if you still have any concerns with compliance, please get in 
contact with our Engineering department who are on hand to assist with any queries.

Thermal management is an important consideration when thinking about equipment service 
life. Electrolytic capaciters within the PSU wear with time and are typically the first end-
of-life failure. Keeping the operation temperature of key components within the PSU, such 
as the electrolytic capaciters, as low as possible is paramount. As a general rule, for every 
10°C drop in the operating temperature of the electrolytic capaciters you double their 
lifetime, and thus the lifetime of the power supply. When looking at thermal performance it is 
helpful to test under a worst-case set of conditions, to ensure component temperatures are 
in an acceptable range for the required service life. Then consider the impact of operational 
time, load and temperature profile to estimate a more realistic lifetime for your PSU.

Also, many Fidus power supplies offer a Peak Power rating to provide for customers with 
pulsing loads. When using a peak power capability customers must consider:
1) Peak duration rating: the maximum length of time the peak can be drawn for
2) Duty cycle: the frequency with which the peak can be drawn. (e.g. 10% duty cycle, 1 
second on:9 seconds off)
3) Average power value: datasheets will state the maximum average power acceptable with 
peak power PSUs. If any of these elements are exceeded the supply may overheat, with 
performance and lifetime suffering as a result.

VQF700 SERIES


