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Part numbers

Key specifications

1

EfficiencyInput range Safety certification

DIMENSIONS:

Environmental
 performance

YSM30 SERIES

-30 TO 85°C 
OPERATION

NO-LOAD POWER 
<0.1WEN55032 LEVEL B

90-264VAC IEC/UL/EN 62368-1 83-90%

AC-DC

30W
 PCB: 2.74 x 1.54 x 0.94” (69.5 x 39 x 24mm)
 T:  3.58 x 1.56 x 1.12” (91 x 39.5 x 28.5mm)

-30 to 85°C

YSM 30 050

30W

050 = 5VDC
120 = 12VDC
150 = 15VDC
240 = 24VDC
480 = 48VDC

Series Power Output voltage

6000

6000 = 6A
2500 = 2.5A
2000 = 2A

1250 = 1.25A
0630 = 0.63A

Output current

T

None = PCB mount
T = Screw terminal

Terminal
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Mechanical

2

1. All dimensions shown in mm
2. Pin diameter tolerances ±0.10
3. General tolerances ±0.50
2. Weight 94g

YSM30 SERIES

Notes

PCB Mount
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Application Notes 

Mechanical

Notes

1. All dimensions shown in mm
2. Connection wire diameter 24-12AWG
3. Screw clamp unit M2.5 Max 0.4Nm
4. Unmarked tolerance ±1.00
5. Weight 113g

3

YSM30 SERIES

Screw Terminal

Pin Function

AC/N1

AC/L2

-VO3

+VO4
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Input

Output

Models & Ratings
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MaxMin UnitParameter Notes/ConditionsTypical

UnitParameter Notes/ConditionsTypical MaxMin

Set point accuracy

Output voltage

±0.5

Load regulation

Line regulation

±1% for 5V±0.5 ±1 %

%±2

%

5 VDC48 See Models & Ratings table

47

0.75A 115VAC / 0.5A 230VAC A

0.1

Inrush current

Input voltage

Hz

4525 25A at 115VAC and 45A at 230VAC. Cold start.

W

264VACLeakage current 0.25

No load input power

A

mA

Input current 0.5 0.75

63Input frequency

90 VAC264 See page 5 for derating curve

YSM30 SERIES

Output VoltageModel Number (1) Efficiency (2)Output Power Output current

12V

15V

5V

30W

YSM30-2401250

YSM30-0506000

30W

YSM30-1502000 30W

YSM30-1202500

30W

24V

2.5A

2A

6A

1.25A

88%

88%

83%

88%

120

Hold up time

See models and ratings tableRipple and noise

10ms for 115VAC and 40ms for 230VAC

300

40 mS

mV pk-pk

48VYSM30-4800630 30W 0.63A 90%

10

Noise and ripple 
(3)

150mVp-p

200mVp-p

120mVp-p

240mVp-p

300mVp-p

1. Add T for screw terminal version i.e:- YSM30T-0506000
2. Add typical efficiency at 230VAC

3. 10uF and 0.1uF capacitor 20MHz bandwith

Max capacitive 
load

4400uF

3300uF

6000uF

700uF

470uF
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Safety

4

5

Parameter Notes/ConditionsTypical MaxMin Unit

Safety standards IEC/EN/UL62368-1 40°C maximum certified ambient

3000 VACIsolation: Input to output

EMC: Immunity

Test level Notes/ConditionsStandard Criteria

2/3ESD EN61000-4-2

A

±4kV contact / ±8kV Air

±1kV 

EN61000-4-3 3v/m

ASurges

2

±1kV L/NEN61000-4-5

A

A

Installation class 3

EN61000-4-4EFT

Radiated 2

3Vrms3 AEN61000-4-6Conducted

EMC: Emissions

Notes/ConditionsCriteriaStandard Test level

BConducted EN55014

EN55014

Voltage flicker

Class A

EN61000-3-3

EN61000-3-2Harmonic current

Radiated B

YSM30 SERIES
Protections

Min Typical Notes/ConditionsParameter UnitMax

Latch reset. Automatic recoveryOver voltage

115 %160 Trip and restart. Automatic recovery

Short circuit

Overload

Trip and restart. Automatic recovery

V max

5V model = 7.5
12V model = 16.5
15V model = 24
24V model = 34
48v model = 65

100 MΩ 500VDC, 25°C <70% RHIsolation resistance

Voltage dips 
and interruptions B,C,C 0% 0.5 cycles, 70% 25/30 cycles, 0% 250/300 cyclesEN61000-4-11



www.fiduspower.com

Environmental
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4th November 2025

10-95% RH non-condensing-40 °C

Convection cooled

20 Non-condensing% RH

Cooling

90Humidity

85Storage temperature

Operating altitude 2000/5000 M Derate above 2000m by 3.5°C/1000m

0-50°C

600 MIL DHBK-217F, 25°C

%/°C

kHrs

±0.03Temperature coefficient

MTBF

10-500Hz, 2G 10 min. 1 cycle, 60 min periodVibration

UnitMaxTypical Notes/ConditionsMinParameter

Operating temperature -30 85 °C See derating curve. 

YSM30 SERIES

Temperature Derating Curve Output Derating Vs Input Voltage


